
Materials
● FlexHead sprinkler hose with fittings: 

304 stainless steel 

● UH-1 Bracket (retaining flange): 
G90 Galvanized Steel

Description
The FlexHead Institutional Sprinkler Connection 
uses our UH-1 Bracket (retaining flange) to secure
the flexible sprinkler hose to the concrete wall or
ceiling. These connections have been specifically
designed for use in institutional mental health
occupancies, correctional facilities, or anywhere 
a likelihood of tampering with fire sprinklers by 
the occupants may exist.

The institutional sprinkler connection consists 
of a flexible hose in lengths from 2-6 feet and 
a retaining flange; and is approved for use with
pendant or sidewall institutional sprinkler heads.
These connections are designed to be installed 
in concrete wall or ceiling penetrations using
institutional sprinkler heads. They are compatible
with any institutional sprinkler head on the market.

FlexHead® Institutional 
Fire Sprinkler Connections
For Prisons and Mental Health Facilities

UH-1 Bracket (retaining flange)

Installed FlexHead Institutional Sprinkler Connection



HeadQuarters/Manufacturing
56 Lowland Street, Holliston, MA 01746
toll-free 800-829-6975/(508) 893-9596
fax (508) 893-6020/www.flexhead.com

U.S. and international patents pending:
#6,123,154, #6,119,784, #6,752,218,
#7,032,680, #6,488,097.

The FlexHead name and logo are trademarks
of FlexHead Industries.

FGG/BM and Blazemaster are registered
trademarks of Noveen IP Holding Corp.

USGBC and LEED are registered trademarks
of the U.S. Green Building Council. ?M/SDP/06-09
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* The “I” indicates an “Institutional” flexible hose with a pressure rating of 175 psi(1205 kPa). Approval of these
models of flexible metal sprinkler hose is limited for use with pendant and horizontal sidewall applications with
a UH-1 ceiling/wall bracket manufactured by FlexHead Industries, Inc. The FlexHead bracket, UH-1 (Universal
Hub), is a one piece unit.

FlexHead Outlet Hose Equivalent Length Maximum Maximum Rated  
Model # Size Assembly Length of Ambient Pressure

in(cm) Length Schedule 40,  Temperature
ft(m) Nominal 1 in. Rating

Diameter Pipe, ft(m) F(C) psi (kPa)

2024I 1/2(1.27) 2(0.6) 3.5(1.1) 300º(148º) 175(1205)

2036I 1/2(1.27) 3(0.9) 4.8(1.5) 300º(148º) 175(1205)

2048I 1/2(1.27) 4(1.2) 6.8(2.1) 300º(148º) 175(1205)

2060I 1/2(1.27) 5(1.5) 8.5(2.6) 300º(148º) 175(1205)

2072I 1/2(1.27) 6(1.8) 8.9(2.7) 300º(148º) 175(1205)

2024I 75 3/4(1.90) 2(0.6) 7.8(2.4) 300º(148º) 175(1205)

2036I 75 3/4(1.90) 3(0.9) 8.1(2.5) 300º(148º) 175(1205)

2048I 75 3/4(1.90) 4(1.2) 17.9(5.5) 300º(148º) 175(1205)

2060I 75 3/4(1.90) 5(1.5) 19.9(6.1) 300º(148º) 175(1205)

2072I 752I 75 3/4(1.90) 6(1.8) 24.3(7.4) 300º(148º) 175(1205)

Engineers
● Stainless steel quality 

at black iron costs

● Fast-track construction

● Simplified project
management

● Cost-effective code
compliance

● Seismically qualified

Contractors
● Lower installation costs

● More productive installers

● No punch list items

● Highest quality available

● More flexible scheduling

● Competitive advantage 
for your company

Owners
● Shorter time to occupancy

● Lower reconfiguration costs

● Cost effective code compliance

● Lower total costs of ownership

FlexHead
Sprinkler
Connection

Sprinkler
Branchline

Wall
thickness

Horizontal Sidewall
Sprinkler Head
(not included)

UH-1 Bracket
(Retaining flange
with set screw)

Let FlexHead make your connection today.


